Transfer Carts & AGVs

50 TON CAPACITY BATTERY
POWERED TRANSFER CART

Technical Specifications

Load Capacity 50 Tons
Loading Table Type Flat Table
Environmental Conditions 210 / +40 °C

1- Ambient Temperature
2- Rail / Floor / Slope Information
3- Indoor/Outdoor Environment

Flat, Hard, Concrete Ground / max. %2
Indoor

Power Supply Lithium Battery
Steering Type Front Axle Steering
Speed 15 m/min

Cart Dimensions 4500 x 2300 x 200mm
Driving Motors 48 VDC Servomotor
Steering Motors 48 VDC Servomotor

Battery

48 VDC Lithium Battery

Charging Systems

On-Board Charger

Wheel / Brake

Vulkollan - Solid Wheel / Motor Brake

Control Systems

Speed Control System, Dual Speed Hare - Tortoise Opera-
ting Mode, Multifunctional Remote Control, Ramped Start
- Stop, For Emergency Situations

Wired Control Box

Safety

4 Emergency Stop, Horn 85 dB, Warning lights

Certificates

CE certification - TUV approved, EN 3834-2, EN 1090-1, EN
9606-1, EN ISO 92001

Hydraulic Lifting

200 mm Stroke Hydraulic Lifting System (Optional)




